M.A.D. technical rider:
Rev 11 /09
Backline:

Guitar:

Amp: Marshall JVM 410H 
Box: Marshall JCM 900 LEAD 1960
Bass:

Ampeg SVT + Box (…or something similar that is able to make a big bad noise.)

Drums (label – no preference):

Basedrum: 22 x 18"

Toms: 2 Toms between 10 - 18"
Snare: (14")
Cymbals:
- Ride 20"
- 2x Crash 16" & 18"
- HiHat 14"
- China 18" (nice to have…)

Incl. complete Hardware with min. 4 stands for cymbals (Ride + 3 Crash Becken), Hihat stand and double-base-footmachine.
….and of course something to sit on would be nice ;-)
PA and Light:

The used equipment as well as the stage should be in propper condition and should always leave a professional impression to the observers eye.
PA:
( GAE, D&B, Martin, Meyer – No self-construction!!
Min. 3 way-system (low-speakers 18“!!!) - ca. 1KW / 100 persons
The PA sshould be able to generate a distortion-free acoustic pressure of 120 dB(A) at the FOH without meshing of limiters or similar hardware into the signal-way up to this volume. This obtains especially fort he bass- and sub-bass level.
The FOH band technician has always acess to all system-parts, incl. amplifiers, crossovers, limiters and EQ’s.
FOH (  2 x 31 band ( EQ Klark, BSS 

    32-8-2 Yamaha(PM), Soundcraft, Midas

    min. 2 x parametric mid-bands
                low cut (- adjustable)

    min. 4 x Aux post


fort he case there is no seperate stage-motitor-mixing: 8x Aux (5 x monitor - pre, 3 x FX – post, 1 x ) 
Group-Inserts
FOH - position should be in the middle of the hall/place and should have min. 3m distance tot he next wall an the ceiling.
MONITOR  (   24 Kanal/8 Aux – Yamaha, Soundcraft 
Depending on the dimensions of the stage there are needed 6 up to 9 Boxes + amping - GAE, HK, D&B, EV - No self-construction!!
For bigger stages two sidefills would be nice. 

For each monitor-way a 31-Band EQ is necessary.

The monitor-system must not be under-dimensioned.
We pleased to get a experienced and still having fun at work ( monitor- technician at our side.
Effects
 (  
2x Reverb (Lexicon, Yamaha, T.C.)
1x Tap Delay  (z.b. TC D-Two) 
4x Noisegate     - Drawmer, BSS  
8x Compressor - BSS (min. 4x)           
1x CD Player
No BEHRINGER!!!
Min. Light:
 (
Stage Front:
2 x 6er PAR-Bar

Stage Back:
2 x 6er PAR-Bar

2 x Moving Head oder 2 x Scaner

(Power adapted to the size of stage)


A black drop curtain at the cross-bar at the stage back

STAGEPLAN
· drumriser, 3x2 m und 20-40 cm height is needed
· stagesize ca. 6x5m, canopied
LEGEND

· 

- Amp

· 

- Voc Mic






   
· 

- Monitor






M.A.D.-technicians:

Franz Waldmüller 0172-9393884, 0841-9937008, fwaldmueller@web.de oder Michael Kirschner, kirschner.michael@gmx.de , 0170/2020873
The band is free to perform on their behalf according to stage-performance, sound, light and volume.
___________________________________________
This rider is a firm component of the contract. Should there occur difficulties we ask you to inform us immediatedly in writing or by phone.
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