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Bass
Effect

Guitar
Effect

Vocal Micro 2
Shure SH55 

on K&M 260 (Ni)

PA PA

Vocal Micro lead
Shure SH55 on K&M 260, K&M 226 (Ni)

Vocal Micro 3
Shure SH55 
on e.g. K&M 210 (Ni)

Guitar Micro
Shure SM58
on low stand

Foot switchVocal delay 

230V230V

230V
230V

230VMixer incl. Effect
4 Ch. Compressor
Equalizer, Delay
PA 

Backline                                   Larger stages        FoH,  Monitor                      Supply, HV

THE BOOSTERS                    THE BOOSTERS       Light

230V

Stairville
LED PAR56

Light, e.g.
2-4x PAR56
on stand

Light, e.g.
2-4x PAR56
on stand

Overhead/Announcer13/14

CD11/12

50%

50%

75%

Monitor

Bass Line IN9/10

Tom7/8

Compressor, GateBass Drum6

Snare Micro5

Guitar Micro4

CompressorHall 70%Delay 30%Vocal Micro 33

CompressorHall 70%Delay 30%Vocal Micro 22

CompressorHall 20%Delay 60%Vocal Micro Lead1

Insert AUX 2AUX 1SourceChannel

Bass Drum Mic.: Bayer Dynamic

Snare Mic.: Bayer Dynamic M10
Tom Mic.: 2-4x AKG C418
Overhead Mic.: 2x FAM MS 430

Configuration

Stage Rider

www.the-boosters.de


