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Ch Belegung Mikrofon / DI-Box UHF 

1 Snare Top SM 57 / Clip  

2 Snare Bottom* SM 57 / Clip  

3 Voc 1 SM 58  

4 Voc 2 SM 58  

5 Voc 3 SM 58  

6 Voc 4 SM 58  

7 Saxofon 1 XLR 863 - 865 MHz (t.bone) 

8 Saxofon 2 XLR 863 - 865 MHz (t.bone) 

9 Posaune XLR 863 - 865 MHz (t.bone) 

10 Bass XLR 802.525 MHz (AKG) 

11 Gitarre L XLR 812.800 MHz (AKG) 

12 Gitarre R XLR  

13 Orgel L XLR  

14 Orgel R* XLR  

15 Bassdrum Audix D6  

16 Floortom SM 57 / Clip  

17 Tom 1 SM 57 / Clip  

18 Tom 2 SM 57 / Clip  

19 HiHat Condencer  

20 Overhead L Condenser  

21 Overhead R Condenser  

22 Percussion L Condenser  

23 Percussion R Condenser  

24 Audience L Condencer  

25 Audience R Condencer  
 

!! Slapdelay (120 ms) auf alle Vocals !! 
 
 
 
* = kann, muss nicht 


